Make an immediate impact

The SE48 system offers security
and card personalization
features issuers needto produce
industry standard personalized

ATM, debit and credit cards:

e Embossing

e Front and rear indentprinting
e Topping

e Magnetic stripeencoding

e Smart cardcontact

e Smart cardcontactless

e Locked card stoclcabinet

» Non-resettablecard counter
e Bolt-down frame

e Passwordprotection

GROW YOUR BUSINESS SECURELY THROUGH INSTANT CARD ISSUANCE

The SE48 card issuance system delivers embossadent printed ATM, debit and
credit cards in seconds, enabling you to hand tilieactly to customers. This affordable
system is available for retailers, banks and cnediibns that want to instantly issue
new card products, increase revenue and strengtistamer loyalty. With its high duty
cycle and small footprint, the SE48 system can bésan ideal solution for small batch
production or as a low cost back-up for centraldsee systems.

« Obtain and retain customers.Instant issuance allows customers to obtain a paliged,
activated card in minutes — instead of applyingafeard and waiting for it to arrive in
the mail. This provides a faster route to marketyfaur cards and allows you to improve
customer loyalty with immediate service and facéate interaction. Face-to-face
interaction enhances custongenfidenceand can increase card activation and usage.

« Ideal platform for EMV ® specifications.The SE48 system is highly compatible with
the DatacartiAffina® Issuance Platform Software which includes contact o
contactless smart card couplers for integrated EMiMpliant migration strategies. It
includes contact or contactless smart card coufpeistegrated EMV compliance.
The innovative design enables front and rear indanting with a single system. To
complete your solution, the SE48 system interfaads Datacaré software and other
Datacar@ custom applications for instant issuance.

* Protect your assetsTo guard against theft and fraud, the SE48 syseatufes a
card cabinet requiring a key or password to acttessput hopper and reject stacker.
The software offers selectable triple and singleS2HBcryption. It is also designed
with an internal bolt-down base to lock the systerits workstation, maximizing
physical security.
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Non-resettable card counter, detects cards processed

via input hopper, and exception card feeder

Contact and (optional) contactless

Automatic card feed with 100-card input

couplers for personalizing smart cards

Front and rear indent printing capabilities

L]

hopper provides ease of use

Exception card feeder, accepts

blank and pre-embossed cards

increases system flexibility

—— 120 character emboss wheel accomodates

emboss characters, front and rear indent and
special characters in a single efficient system

——— Locked system cabinet securely protects

cards in the input hopper and reject stacker

12 position keypad with password
protection increase security

The SE48 card issuance system makes it easy for issuers to produce secure financial cards instantly, which helps improve customer loyalty and reduce costs.

Standard features

Supplies

Complete system

Out of the box solution with minimal set-up time
involved

System pre-installed with black topping foil, front and

rear indent ribbons
Personalization capabilities

114 characters included ona 120 character emboss

wheel
Monochrome topping
Exception card feeder with front
single-card entrance
Front/Rear indent printing
Includes high-yield indent cartridge
with easy-release tabs
Black indent ribbon
Magnetic stripe encoding
Up to 3 tracks, including IA, IAT
High- and low-coercivity
Smart card personalization
Inline contact encoder/reader and coupler

Security features

Indentribbons: black and white

Yield 7000 ch. average Length:

71m (232.94 ft.) Width: 8 mm

(0.31 inch.) Topping foils:

black, gold, silver

Yield 700 cards avg. (typical financial cards)
Length: 63,5 m. (208.33 ft.)

Width: 26 mm (1.02 inch.)

Optional features

Smart card personalization
Inline contactless encoder/reader and coupler
0-9 indent type for MasterCard Flying V Visa
embossing character International types,
embossing and indenting
characters
Datacard® ID Works® identification software
CPX Protocol

Specifications

Locked reject tray
Non-resettable card counter detects cards processed
via the input hopper and the exception card feeder

12-position keypad with optional password protection

Message LCDs and LEDs
Communications
Standard RS-232, Ethernet interfaces
Operating System Support
Printer Driver pooling supported on Microsoft®
Windows® 2000 Professional, Windows® XP
Professional and Windows NT® 4.0
(USB Connectivity supported)

Physical dimensions
H11.42 inxW 17.72 in xL 25.59 in
(290.0 mm x 450.0 mm x 650.0 mm)
Weight
86 Ibs. (39.0 kg) Card
production speed
Up to 120 cards per hour
Approximately 30 seconds per card (40 embossed
characters and 7 indent characters based on 1ISO
standard financial format)

The SE48 is an OEM product sourced from CTS Electronica S.p.a

Datacard, Affina and ID Works are registered trademarks, trademarks and/or service marks of DataCard Corporation in the United States and/or
other countries. Microsoft, Windows and Windows NT are registered trademarks of Microsoft Corporation. EMV is a registered certification mark of EMVCo,
LLCin the United States. Names and logos on sample cards are fictitious. Any similarity to actual names, trademarks or tradenames is coincidental.

©2007-2010 DataCard Corporation. All rights reserved.
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Capacity

Input hopper: Up to 100 cards

30 mil. (0.762 mm, £ 10%) automatic feed with
manual adjustments

Output hopper: Up to 50 cards (30 mil.)

Card types supported

ISO/IEC 7810 ID-1 (CR-80)
Card size: 3.375 in. x 2.125 in.
(85.7 mm x 54.0 mm)

Card thickness: 30 mil.

(0.762 mm, + 10%)

Electrical configurations

120/240 VAC (50/60 Hz), autoswitching (operates
between 90 VAC and 264 VAC)

Operating environment

59°Fto 104°F (15° C to 40°C)
20% to 80% non-condensing relative humidity

Agency approvals

RoHS Compliant
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